AWWA BUTTERFLY VALVE MANUFACTURER IN USA 


SVR Global is the top AWWA butterfly valve manufacturer in USA supplying good quality valves to 
water and wastewater industries, oil and gas industries and pipeline industries in Mississippi, 
Michigan and Nevada .AWWA valve refers to valves that are designed and manufactured to meet 
the standards set by the American Water Works Association (AWWA). The AWWA is a non-profit 
organization that sets standards for the water industry, including the design and construction of 
valves used in water supply and distribution systems. 


AWWA valves are specifically designed to meet the unique requirements of the water industry, such 
as ensuring clean and safe drinking water, providing reliable and efficient flow control. AWWA valves 
must meet strict criteria for quality, durability, and performance, as well as adhere to specific 
standards for materials, coatings, and testing. 


PARTS 


e Body: The body is the main housing of the valve and contains the internal components. 

e Bonnet: The bonnet is a cover that is attached to the body of the valve and provides access 
to the internal components. 

e Disc: The disc is a movable component that controls the flow of fluid through the valve. It 
can be lifted, rotated or turned to open or close the valve. 

e Stem: The stem is a rod that connects the disc to the valve actuator. It moves the disc up and 
down or rotates it to control the flow of fluid. 

e Seat: The seat is a sealing surface that the disc comes in contact with to provide a tight seal 
and prevent leakage. 

e Actuator: The actuator is a mechanism that moves the stem to control the disc and regulate 
the flow of fluid through the valve. It can be manual or automated depending on the 
application. 

e Gaskets: Gaskets are seals that are placed between the body and bonnet, and between the 
body and flanges to prevent leakage. 

e Bolts and Nuts: Bolts and nuts are used to secure the valve to the pipeline or other 
components. 

e Flanges: Flanges are used to connect the valve to the pipeline or other components. 


TYPES 


e Double offset butterfly valve: Has a disc that is offset from the centerline of the valve seat 
and the stem 
e Concentric butterfly valve: Has a disc that is centered on the valve seat and stem 


INDUSTRIES 


e Chemical Industry 

e Pulp and paper Industry 

e Marine Industry 

e = Mining Industry 

e Power Generation Industry 
e Oil and Gas Industry 

e Nuclear Industry 

e Petrochemical Industry 


APPLICATIONS 


e Water supply and distribution: AWWA valves are used in municipal water supply and 
distribution systems to control the flow of water, isolate sections of the system for 
maintenance, and regulate pressure. 

e Wastewater treatment: AWWA valves are used in wastewater treatment plants to control 
the flow of wastewater, regulate pressure, and isolate sections of the system for 
maintenance. 

e Fire protection: AWWA valves are used in fire protection systems to control the flow of 
water to fire hydrants, sprinkler systems, and other fire suppression equipment. 

e Irrigation: AWWA valves are used in irrigation systems to control the flow of water to crops 
and landscaping. 

e Power generation: AWWA valves are used in hydroelectric power plants to control the flow 
of water to turbines and other equipment. 

e Mining and mineral processing: AWWA valves are used in mining and mineral processing 
operations to control the flow of water and other fluids used in the extraction and 
processing of minerals. 

e Chemical processing: AWWA valves are used in chemical processing plants to control the 
flow of corrosive and hazardous chemicals. 


ADVANTAGES 


e Durability: AWWA valves are designed to withstand extreme conditions and high pressures, 
making them durable and long-lasting. 

e Reliability: AWWA valves are engineered to provide consistent and reliable performance, 
ensuring safe and efficient operation. 

e Low maintenance: AWWA valves require minimal maintenance due to their robust design, 
reducing downtime and repair costs. 

e Flexibility: AWWA valves are available in a variety of sizes, materials, and designs, making 
them suitable for a wide range of applications. 

e Safety: AWWA valves are designed to meet industry standards and regulations, ensuring 
safe operation and preventing accidents. 

e Cost-effective: AWWA valves offer a low cost of ownership due to their long service life and 
low maintenance requirements. 

e Environmental friendliness: AWWA valves are designed to minimize water waste and reduce 
environmental impact, promoting sustainability and conservation. 


SVR Global, the AWWA butterfly valve manufacturer in USA has following description of its valves. 


Materials: stainless steel [SS316, SS304, SS316L, SS904L, CF8, CF8M, F31L, F91], duplex steel and 
super duplex steel (F51, F53, F55), cast iron, ductile Iron, cast carbon steel (WCC, WCB, WC6), 
Class: 150 to 300. 

Nominal Pressure: PN6 to PN25. 

Size: 2” to 72”. 

Ends: wafer, Lug, flanged 

Operations: electric and pneumatic actuated, lever, gear. 


Visit out site for more information- 


https://svrglobal.net/products/awwa-butterfly-valve 


